
Card depth 10 pcs. 100 pcs. 1000 pcs.

Card thickness 1.6 mm 80 mm   3.15� 63-319 63-322 –

0.06� 160 mm   6.30� 63-028 63-029 63-478

220 mm   8.66� 63-103 63-104 63-479

280 mm 11.02� 63-323 63-324 61-017-3

Card thickness 2.0 mm 160 mm   6.30� 63-328 63-329 –

0.08� 220 mm   8.66� 63-303 63-304 –

280 mm 11.02� 63-445 63-446 –

Card accessories

1 mm = 0.0394 inch, 1 inch = 25.4 mm

Card depth 1 piece 50 pcs.

Card thickness 1.6 mm 160 mm   6.30� 61-076 63-364

Card depth Length Aluminum Plastic

Card thickness 1.6 mm 160 mm   6.30� 112.5 mm 4.50� 66-122-20 61-051

0.06� 220 mm 8.66� 172.5 mm 6.90� 66-122-21 61-052

280 mm 11.02� 232.5 mm 9.30� 66-122-22 61-053*

340 mm 13.38� 292.5 mm 11.70� 66-122-23 61-054*

400 mm 15.74� 352.5 mm 14.10� 66-122-24 61-055*

– 1350 mm 540.00� 66-122-14 61-059

End feet 50 pairs 63-030

Fixing material Packing unit Part No.

Philips round head screw M3 x 4 100 1912-04

Description Material Packing unit Part No.

Board-retention bar zinc-plated steel 20 61-291

Description 10 pcs. 100 pcs.

ESD clip front bottom / rear top 63-863 63-864

ESD clip front top / rear bottom 63-865 63-866

Card guides for general use

1-slot card guides

ESD clips

Horizontaleinbausätze

ESD clip not usable for card depth 80 mm

Connecting printed board with case

7-slot card guides in 4HP steps

1-slot card guides, 3 parts

Card guide board-retention bar

ESD clip not usable

Card guide extrusion, single; not usable with ESD clip

* Support card guides with additional extrusion 66-138 
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Card guide extrusion (aluminum) Card depth 10 pcs. 100 pcs.

160 mm 6.30� 66-452-20-1 66-452-20-2

220 mm 8.66� 66-452-25-1 66-452-25-2

280 mm 11.02� 66-452-30-1 66-452-30-2

Card accessories

Card depth Color 10 pcs. 100 pcs.

80 mm          3.15� black 61-949-01-1 61-949-01-2

160 mm          6.30� black 61-950-01-1 61-950-01-2

160 mm          6.30� red 61-950-03-1 61-950-03-2

10 pcs. 100 pcs. 

61-420-1 61-420-2

Color 100 pcs.

grey 81-054-02-2

red 81-054-03-2

Description 10 pcs. 100 pcs.

ESD clip front bottom / rear top 63-863 63-864

ESD clip front top / rear bottom 63-865 63-866

End foot (plastic UL94V-0) Color 5 pairs 50 pairs

black 61-955-01-1 61-955-01-2

red 61-955-03-1 61-955-03-2

Card guides according to IEEE standard

1-slot card guides

1-slot card guides, 3 parts Card depth 1.6 mm and 2.0 mm  0.06� and 0.08�

ESD clips

ESD spring Connecting ESD pin with case

Coding pins

Material: plastic UL94V-0

1 pair = 1 end foot top and 1 end foot bottom

340 mm 13.38'' 66-452-35-1 66-452-35-2

Coding pins

Connecting printed board with case

Card depth 1.6 mm and 2.0 mm  0.06� and 0.08�

End foot offset (plastic UL94V-0)
pearlwhite            61-961-01-1         61-961-01-2

Color 5 pairs 50 pairs

1 mm = 0.0394 inch, 1 inch = 25.4 mm



Card depth Length Piece Aluminum Plastic

Card thickness 1.6 mm 160 mm 6.29� 106.5 4.19� 1 66-122-30 61-056

0.06� 220 mm 8.66� 166.5 6.55� 1 66-122-31 61-057

Card accessories

1 mm = 0.0394 inch, 1 inch = 25.4 mm

Description Color 1 piece 100 pcs. 

Card handle clear 1091-51 –

yellow 1091-52 –

green 1091-53 –

red 1091-54 –

blue 1091-55 –

orange 1091-56 –

Cylindrical screw M2.5 x 5 – 1901-05

Labels (1 A4 sheet of 185) 1091-59 –

Description Color 10 pcs. 100 pcs.

Card ejector handles 63-151 63-152

Card locks 63-153 63-154

Card locks to 66-144 63-163 63-164

Transparent window clear 63-155-1 63-156-1

yellow 63-155-2 63-156-2

green 63-155-3 63-156-3

red 63-155-4 63-156-4

blue 63-155-5 63-156-5

orange 63-155-6 63-156-6

Labels (1 sheet of 105) – 63-161

Part Packing unit Part No.

End foot 50 pairs 63-093

Card guides for special applications

1-slot card guides, 3 parts for card heights 4.4�, 9.65�* and 4.5�*

* Card heights 4.5� + 9.65� only in use with extrusion 66-132 and 66-133

Not usable for ESD clip 

Card locks and card handles

Card locks, card injector/ejector handles

Card handles



Card accessories

1 mm = 0.0394 inch, 1 inch = 25.4 mm

Part 100 pcs. 1000 pcs.

Injector/ejector handle bottom, light grey RAL 7035 61-190-01-2 61-190-01-3

Injector/ejector handle top, light grey RAL 7035 61-190-03-2 61-190-03-3

Injector/ejector handle bottom, black RAL 9004 61-190-02-2 61-190-02-3

Injector/ejector handle top, black RAL 9004 61-190-04-2 61-190-04-3

Cap light grey RAL 7035 61-191-01-2 61-191-01-3

Cap black RAL 9004 61-191-02-2 61-191-02-3

Bush 61-192-2 61-192-3

Screw M2.5x12 1910-07 –

Description Packing unit Part No.

Injector/ejector handle bottom 100 63-451

Injector/ejector handle top 100 63-450

Label 100 63-454

Bush 100 63-667

Bearing piece bottom 100 63-452

Bearing piece top 100 63-453

Slotted pan head screw M2.5x6 100 1901-06

Slotted pan head screw M2.5x16 100 1901-16

Hexagonal lock nut M2.5 100 1907-04

Washer � 2.8/7x0.5 100 1907-01

Description Sub-rack height

3U 6U 9U

Injector/ejector handle complete,

without bearing piece 63-352 63-353 63-353

Description Sub-rack height

3U 6U 9U

Injector/ejector handle complete,

with bearing piece 63-358 63-359 63-359

Injector/ejector handle according to IEC standard

Injector/ejector handle complete, with bearing piece

Injector/ejector handle complete, without bearing piece

(used with extrusion 66-110)

Stop

In use with part front panels for 

plug-in units

Card holder for use with flat front panels

has to be ordered separately (page 126)

Single parts injector/ejector handle

Injector/ejector handle with big ratio of leverage for plug-ins with high-density pin connectors

cut-out
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Card accessories

1 mm = 0.0394 inch, 1 inch = 25.4 mm

1 piece

Sheet A4 with 280 81-030

Color 1 piece 100 pcs.

grey 81-077-01 81-077-01-2

black 81-075-01 81-075-01-2

Color 1 piece 100 pcs.

grey 81-077 81-077-2

black 81-075 81-075-2

Color 1 piece 100 pcs.

grey 81-078-01 81-078-01-2

black 81-076-01 81-076-01-2

Color 1 piece 100 pcs.

grey 81-078 81-078-2

black 81-076 81-076-2

Elma standard IEEE injector/ejector handle

Scope of delivery

• Handle grey (plastic, UL94HB)

Handle black (plastic, UL94V-O)

• Card holder (die-cast tin, galvanized)

• Reset spring (stainless steel)

• Fixing material (screws M2.5 for fixing of front panel/card holder/printed board)

Bottom handle with ESD pin

Bottom handle without ESD pin

Top handle with ESD pin

Top handle without ESD pin

Label 18.5 x 10 mm

silver grey, self-adhesive, laser printable

Also usable for IEEE and Telecom hot-swap handle



Card accessories

1 mm = 0.0394 inch, 1 inch = 25.4 mm

Color 1 piece 100 pcs.

grey 81-098-01 81-098-01-2

black 81-096-01 81-096-01-2

Color 1 piece 100 pcs.

grey 81-097 81-097-2

black 81-095 81-095-2

Description 10 pcs. 100 pcs.

Microswitch with pre-assembled wire 81-088-1 81-088-2

Color 1 piece 100 pcs.

grey 81-097-01 81-097-01-2

black 81-095-01 81-095-01-2

Color 1 piece 100 pcs.

grey 81-098 81-098-2

black 81-096 81-096-2

Elma IEEE hot-swap injector/ejector handle 

Scope of delivery

• Handle grey, button dark grey (plastic, UL94HB)

Handle black, button red (plastic, UL94V-0)

• Card holder (die-cast tin, galvanized)

• Fixing material (screws M2.5 for fixing of card holder/printed board)

Bottom handle with ESD pin

Bottom handle without ESD pin

Top handle with ESD pin

Top handle without ESD pin

Microswitch to injector/ejector handle

Optional: screws for fixing front panels M2.5/100 pcs.: 1904-41

Optional: screws for fixing front panels M2.5/100 pcs.: 1904-41

Optional: screws for fixing front panels M2.5/100 pcs.: 1904-41

Optional: screws for fixing front panels M2.5/100 pcs.: 1904-41

Technical data

Life circuit: 30 V DC, 5-50 mA 30 000 cycles

60 V DC, 5 mA 30 000 cycles

60 V DC, 500 mA 15 000 cycles

Temperature: – 25 ˚C to +70˚C

Humidity: RF 85% max.

Vibration: 10 Hz to 55 Hz, 18 g

Shock: 30 g, 11 msec

Assembly instruction
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1 mm = 0.0394 inch, 1 inch = 25.4 mm

Part Application 10 pcs. 100  pcs. 1000  pcs.

Philips countersunk for card holder – 1906-08 –

screw M2.5 x 8

Slotted pan head for printed board – 1901-06 –

screw M2.5 x 6

Part Application D 10 pcs. 100  pcs. 1000  pcs.

Card holder with without injector/ M2.5 – 61-156-01-2 –

swivel stop ejector handle

Card holder with with injector/ Ø 2.5 – 61-155-01-2 61-155-01-3

swivel stop ejector handle

Part Application D 10 pcs. 100  pcs. 1000  pcs.

Card holder without without injector/ M2.5 63-366 63-466 –

swivel stop ejector handle

Card holder without with injector/ Ø 2.5 63-365 63-465 61-155-3

swivel stop ejector handle

Card accessories

Card holder according to IEC standard

Card holder without swivel stop

Card holder with swivel stop

Fixing material

Card holder 
without swivel stop

Card holder 
with swivel stop



Card accessories

1 mm = 0.0394 inch, 1 inch = 25.4 mm

for card depth Part No.

80 mm 3.15� 81-010-01

160 mm 6.30� 81-010-02

For front panel A 10 pcs. 100 pcs.

Aluminum 2.5 mm 2.5 mm 0.10� 61-960-1 61-960-2

Stainless steel 4.5 mm 0.18� 61-963-1 61-963-2

Part Part No.

Fixing material 5534-06-2

Position 1 piece 100 pcs.

top 81-070-01 81-070-01-2

bottom 81-071-01 81-071-01-2

Position 1 piece 100 pcs.

top 81-070 81-070-2

bottom 81-071 81-071-2

Usable for all front panels

For positioning and fixing 

of 6U and 9U card circuit, 

card thickness 1.6 mm

A

Card holder according to IEEE standard

Scope of delivery

• End piece card holder (die-cast tin, galvanized)

• Fixing material (screws M2.5 for fixing of front panel/card holder/printed board)

Card holder/end piece with ESD pin

Card holder/end piece without ESD pin

1.6

self-adhesive, can optionally be screwed to front panel and printed board

Middle part 

Material: plastic UL94V-0

Protective cover for 6U printed board

1. Slide protective cover between front panel

and printed board.

2. Press adhesive tape on protective cover

through pins of connectors to attach onto

printed board.
Material: polyester film mat, thickness 0.2 mm, UL94VTM-2


